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DIS-200u

GAI-TRONICS DIGITAL INTERCOM SYSTEMS

The DIS-200u central unit is a fully digital, micro-

processor-controlled intercom server for up to 32

subscribers at one location. 2-wire and 4-wire

stations can be combined as desired. Network

cards allow connection to other central units

(also to DIS-700u). Further plug-in cards enable

additional I/O functions, such as music and alarm

inputs, relay outputs, RS 232/485 interfaces, etc.
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DIS-200u 
Compact and suitable for networks, the DIS-200u 
central is therefore ideal for intercom systems where
small, manageable units are combined to a network.
Each DIS-200u works as an intercom server that 
controls  the different interfaces: interface cards for
speech, control and indication functions and 
communication with other systems such as video 
systems, door and gate control, telephone systems, etc.
The simple modular construction of the basic operat-

ing system facilitates continuous upgrading for new
applications and features. The latest SMD design
results in the system being physically compact and
having the highest standards of electronic reliability.
All kinds of intercom stations, 2-wire as well as 4-wire
stations, can be connected to the DIS-200u.
Connecting a special interface housing also cards from
the DIS-700u can be used.

Compact central for 2-/4-wire intercom

1. DIS-200u 2. DIS-200u (bottom) with DIS-200u-EXP (top)
Expansion central DIS-200u-EXP including power supply, with
5 plugin slots. Slot 5 to 8 for subscriber cards (17 to 32 
subscribers) and/or interface cards. Slot B for interface cards
only.

3. DIS-200u-INT

Basic central unit including power supply, with 5 plug-in slots.
Slot 1 to 4 for subscriber cards (1 to 16 subscribers) and/or
interface cards. Slot A for interface cards only. The mother-
board includes an AF input for music/alarm, 2 inputs for 
floating contacts, 2 relay outputs and an interface for (remote)
programming or maintenance. Interface housing for two plug-in cards in Euro card format.

GAI-TRONICS Digital Intercom Systems
Tel 800-492-1212  ·  610-777-1374  ·  Fax 610-796-5954
info@gai-tronics.com  ·  www.gai-tronics.com.com
Pub. 040501 Rev. 6-2006
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DIS-200u Installation
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Tel 800-492-1212  ·  610-777-1374  ·  Fax 610-796-5954
info@gai-tronics.com  ·  www.gai-tronics.com.com
Pub. 040501 Rev. 6-2006

PRECAUTIONS PROGRAMMING CABLE

•  With regard to the CE mark, the central is suitable for the 
following types of application: residential buildings, office 
and commercial premises, small businesses and industrial 
premises with public low-voltage mains supply.

•  Defective power cables of the transformer PA 101 must not 
be repaired or changed. In case of defective power cables, 
the whole transformer has to be changed.

•  Mounting and installation of the central DIS-200u and of 
the equipment may be carried out only by authorized serv
ice personnel.

•  Cards may be exchanged only with voltage switched off.

•  Before exchanging of cards, ESD precautions have to be 
observed. The “-“ terminal of the motherboard G2-GEM 
(see “Mounting, Cable Run” at page 7) is used as 
grounding point for Wrist Strap Grounding.

For programming of the DIS-200u a 9-way D-Submin 
elongation cable is required (1:1, plug on central side, socket
on PC side):

NC 1  - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - 1
TXD 2  - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - 2
RXD 3  - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - 3
NC 4  - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - 4
GND 5  - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - 5
NC 6  - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - 6
NC 7  - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - 7
NC 8  - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - 8
NC 9  - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - 9

DIS-200u (9-way D-Submin plug)     (9-way D-submin jack) PC

REMOVE THE COVER
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DIS-200u Installation
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LINK CARDS

REQUIRED LINES

A link card is required for two reasons:

1. If a DIS-200u (DIS-200u-EXP) contains analogue subscriber cards, one link card DIS-G2-GEK2 is necessary.

2. If features like “Reception of several music programs“, “Conference“ or “Radio conference“ are used, additional link 
cards DIS-G2-GEK2 are required (for music 4T1 no link card is required).

Available per link card DIS-G2-GEK2 (a maximum of 3 DIS-G2-GEK2 in one DIS-200u with DIS-200u-EXP):

• 2 duplex controllers (only two duplex controllers can be used in the central, that means, from additional cards only 
the A/D converters can be used).

• 3 A/D-D/A converters (a maximum of 9 A/D converters can be used)
If only digital subscribers are used, no link card is required.

Available in the DIS-200u (and DIS-200u-EXP)

• 48 digital audio lines

• 12 analogue audio lines

The different types of conversation require a different number of audio lines, the free lines are allocated
dynamically (see below).

A/D Converter Duplex
Controllers

Digital
Audio Lines

Analog
Audio Lines

Max.
Conversations

(incl. GEZ)

Digital - Digital

Analog - Digital

Analog - Analog

Feed-in of audio
signals*

Simplex - - 1 - 16

Switched duplex - - 2 - 16

Open duplex - - 2 - 16

Simplex 1 - 1 1 9

Switched duplex 1 1 2 4 2

Open duplex 1 - 2 2 6

Simplex - - - 1 12

Switched duplex - 1 - 4 2

Open duplex - - - 2 6

over GETA 100D 1 per channel - 1 1 ** 8 channels

over GED 200D and - - 1 - ** 10 channels
ET 708, 7 kHz

over GED 200D and - - 1/2 - ** 20 channels
ET 708, 3.5 kHz

* Features like “Feed in of music programs,” “conferences” or “radio conferences.”
For music 4t1 none of the mentioned lines are required (own music bus).

**Restricted by software



E
rr

or
s 

an
d 

om
is

si
on

s 
ex

ce
pt

ed
.P

ro
du

ct
s 

m
ay

 c
ha

ng
e 

in
 t

he
 in

te
re

st
 o

f 
te

ch
ni

ca
l i

m
pr

ov
em

en
ts

 w
ith

ou
t 

no
tic

e.

DIS-200u Installation
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MOUNTING, CABLE RUN

DIS-200u-EXP

DIS-200u-INT

DIS-200u

Expansion
Central
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DIS-200u Installation
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CONNECTION, DIAGRAM

DIS-200u-INT

DIS-200u-EXP

DIS-200u
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DIS-200u Installation
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MOUNTING THE EURO CARDS IN THE INTERFACE HOUSING DIS-200U

For plug-in cards in Euro card format an interface housing DIS-200u-INT is required. One DIS-200u-INT can be 
connected to the DIS-200u. The DIS-200u-INT offers place for two interface cards. The interface housing DIS-200u-INT
is connected to the expansion plug of the DIS-200u, or, if an expansion housing DIS-200u-EXP is connected there, to the
expansion plug of the DIS-200u-EXP.


